QUICK START 

1. Assemble the unit (see instruction booklet).

2. Place the unit on top of a table/ flat surface, which doesn’t contain metal.  Adjust the search coil so that it is facing the ceiling. Remove any jewelry you may be wearing.

3. Insert the batteries. 2  9 volt (not included).

4. Adjust mode to VLF- Very Low Frequency.

5. Adjust the GROUND to the 1 o’clock position.

6. Adjust the SENSITIVITY to mid-range.

7. Adjust the DISCRIMINATION to mid-range.

8. Adjust the TUNING to mid-range.

9. Adjust the VOLUME to the 11 o’clock position.  You may hear a loud tone. This is normal. You may lower the volume.

10. Press the red button; you will see the pointer on the meter go to the zero.

11. You have just tuned your metal detector and are ready to test it.

To test the detector, gather an item that contains iron, such as a nail.  Also gather an item that is non-ferrous, such as a gold ring or silver bracelet.  Now, slowly sweep the iron (ferrous) item over the search coil.  The pointer should be on the red, ferrous side of the meter.  You will not hear a tone. Next, sweep the non-ferrous (gold, silver, aluminum) over the search coil.  Now, the pointer should be on the yellow, non-ferrous side of the meter. At this point you will hear a loud tone.

